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MeiG Smart
SLM820 Module

M.2 Packaging

MeiG Smart The SLM820 is a new generation LTE-A v, 'es¢ mo.ule,supports TE
Cat.6/Cat.12/Cat.16 up to 1Gbps data transfer,ric’. ¢ !nter. =2t protocols,and = du. ‘ry-

standard interfaces and abundant functic .ai..ies. tis M 'ti-Band LTE- DL me e = sulutionin
aM.2 type.

It has strong extension capabi’., . ith rich it *==aces includinc (*Clc US 7..0,GPI10O etc.The
module provides much flexik /ity ans". ase of integration for.cus ~xmer'_application.

Itis designed for applicatic xs v 2t na2d high through ut« «ta ¢ mmunication in a variety of

radio propagation coruiu ns Due to the uniq e cc mbin. tion of performance,security and
flexibility,this n . lule istdel lly suited forr. any op ‘catins.

Key Technologies[]

SLM820 has a . aximu' 1 downlink rate of 1Gbps

and a maximum upswream rate of 100Mbps. LTEA
Support DL2CA,3CA,4CA %
Qualcomm® IZat™ Gen 8C engine,Support GPS/ Asupported
GLONASS/BeiDou
Support SRLTE/CSFB/VOLTE (optional)
USB3.0 High Speed Interface m
TCP/IP Embedded Protocol Stacks

MeiG Smart Technology Co.,Ltd Tel: 0755-83218588 E-Mail: ir@meigsmart.com Web: www.meigsmart.com




MeiG Smart
SRM820

M.2 Packaging

General Features:

Package: M.2 Package
Size: 42.0x30.0x2.3mm
Weight: About 15g

Specifications for data:

LTE-FDD up to 1Gbps DL,100 Mbps UL

Band Configuration:

LTE-FDD Band: B1/B3/B5/B7/B8/B20/B28/B66
TDD-LTE Band:B38/B40/B41
WCDMA Band:B1/B5/B8

DL 2CA:

B1+B3/B5/B7/B8/B20/B28/B38/B40/ 1

]

B3+B5/B7/B8/B20/B28/B38/B4u/B41
B5+B7/B66/B40
B7+B8/B20/B28/B40/B41

B20+B38/B40

DL 3CA:

CA_3C- A ~A_3A-40C
CA_3C-7+ CA_3A-38C
CA_3C-20A N CA_1A-8A-40A
CA_3C-28A CA_1A-7A-8A
CA_3A-7C CA = 7A-7/
CA_7C-28A € _1A-5A-7A
CA_66C-5A A_1A-5A-40A
CA_3A-7A-8A A_1A-41C
CA_3A-7TA-7TA C 1A-3A-7
CA_3A-5A-7A CA_ 2% 1A
CA_3A-5A-40A CA_1A-3A-40A
CA_3A-41C

DL 4CA:

CA_1A-3A-5A-7TA CA_3A-5A-7TA-TA
CA_1A-3A-5A-40A CA_3A-7TA-TA-8A
CA_1A-3A-7TA-TA CA_3C-7C
CA_1A-3A-7A-8A CA_1A-3A-7C
CA_1A-3A-7TA-20A CA_1A-3C-7A

CA_1A-5A-7TA-TA

Authentication information*
CCC/SRRC/CTA/CE/FCC/ROHS

MeiG Smart Technology Co.,Ltd

A Global Leading Supplier of Cellular Modules and Solutions

wwo'zy

odule

o

u Pl mul] w WY muuu

4

AL EEERELEELE N

MEIG =03

Stock Code:002881

— 4
30.0mm 2.
uc C. co: tinuous intra-bn< ¢ 2ly
oe
541+41

.. _asmit Power

Class 3(23dBm+2d®"  ~LTL =DD bands
Class 3 (22 'Bm 2 .B)for .rE-. D bands
Class3(24¢ m+1 3. 5)for VCDMA

Lrotc cols

TP/ P TTP(7)/SSL/IFTP/PPP/PING/DTMF/QMI

W rkiiig Environment

. strict Working Temperature : -40 to 85
Sturage Temperature: -45 to 90

Humidity: 5%~95%

Drivers & Tools

Drivers : Windows XP, Windows Vista, Windows 7,
Windows 8, Windows 8.1, Windows 10, Linux, Android

Tools One Click update tool, Gobinet Dial Tool
FOTA Update

Interfaces

High speed USB 3.0

High speed USB 2.0

Reset

UART *3

SIM card Interface (1.8/3.0V)
Antenna Interface:Main/Diversity/GNSS (Optional)
12C*1

LED indicator

PCM*1

WAKEUP-IN & WAKEUP-OUT
Fly Mode

Add : 32/F,Building B,Shenzhen International Innovation Center,

No.1006 Shennan Avenue,Futian District,Shenzhen,China
Tel . +86-755-83218588 Fax: +86-755-83219788
E-mail : ir@meigsmart.com Web : www.meigsmart.com
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